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©OOOO HRB SPECIFICATION
o . [
T Il % o Current rating: 3AAC, DC
© { [ & Voltage rating: 32V AC, DC
f - 'ﬂ | g Operating Temperature: -40°C--+120°C
\ e Contact Resistance: 10mQ max.
Hook Insulation resistance: 1000MQ min.
Withstanding voltage: 1400V AC/minute
Material: Housing:Nylon66 UL94V-0
Terminal: Phosphor bronze, Tin-plated
J@ © © © @L Wire range: AWG 24 to 25 "
Solid rib~_ | : [ GWT:750°C IEC-60335-1
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wiimlimilielly :i.i Dimension
o | Circuit No. A B
2 2.9 7.5
3 5.0 10.0
SECTION: A-A 2 75 125
5 10.0 15.0
! i 6 129 7.5
| o l 7 15.0 20.0
; PR 8 17.5 22.5
4 5 B \ 9 200 | 25.0
- | 10 225 27.5
1.50—‘-—-' L7.5o¢o.21653 11 25.0 30.0
12 275 325
13 30.0 35.0
14 JLD ar.n
15 30.0 40.0
16 349 42.5
17 40.0 45.0
18 42.5 47.5
19 45.0 50.0
20 47.5 DD




FIR[B) HongRu Connectors Co.,Ltd.

M7242 Series coding chart

M7242 R-X-X-X-X(X)-VX

L Without terminal number

Wire size number:
2:AWGE22  4:AWGH24

L Plated number:

Blank: tin plated

OCH: Selective gold plated 1u”
02H: Selective gold plated 3u”
03H:Selective gold plated Bu”®

Solid rib:
0: Without aolid rib
1: Solid rid between pole 1 end pole 2

2: Solid rid between pole 2 and pole 3
and &0 on

L — ook position:

1: st the first pole
2: at the second pole
end s¢ on

Circuit number(2-20}
—— R:90° (To assemble at the end of wire)

Blank: 180" (To assembla in the middle of wire)
L HRB Product Series Number

Solid rib

_ Hook
Terminal

View
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